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Press Release 

SPTH in Twin design with Push-in Technology 

 

(electronica/26) The new SPTH 1,5 and 3 PCB terminal blocks from Phoenix 

Contact combine a compact design with proven Push-in Technology and enable 

tool-free wiring of conductors up to 4 mm². 

 
The Twin design, with an identical footprint, ensures compatibility with existing 

layouts. This makes it possible to switch between screw connection and Push-in 

connection without making any changes to the PCB layout or the device housing. 

The optimized geometry of the solder pins facilitates the assembly process. The 

special insertion shape means that the pins are inserted precisely and securely 

into the PCB, thereby reducing the mounting effort. A large test opening allows for 

convenient testing using all standard test probes up to 2 mm in diameter and 

enhances safety during use. With a current carrying capacity of up to 32 A and a 

nominal voltage of 400 V, the SPTH 1,5 and 3 PCB terminal blocks are suitable for 

both signal and power applications. The new solution combines a space-saving 

design with high-quality connections, helping to speed up manufacturing 

processes and increase flexibility in device development. 
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Presse-Information 

SPTH im Twin-Design mit Push-in Technology 

 

(electronica/26) Die neuen Leiterplattenklemmen SPTH 1,5 und 3 von Phoenix 

Contact kombinieren eine kompakte Bauform mit der bewährten Push-in 

Technology und ermöglichen eine werkzeuglose Verdrahtung von Leitern bis 4 

mm². 

 

Durch das Twin-Design mit identischem Footprint bleibt die Kompatibilität zu 

bestehenden Layouts erhalten. Ein Wechsel zwischen Schraub- und Push-in-

Anschluss ohne Änderungen am Leiterplatten-Layout und dem Gerätegehäuse ist 

somit möglich. Die optimierte Geometrie der Lötpins erleichtert den 

Bestückungsvorgang. Aufgrund der speziellen Einführform werden die Pins 

präzise und sicher in die Leiterplatte eingebracht, was den Montageaufwand 

reduziert. Eine große Prüföffnung erlaubt komfortables Testen mit allen gängigen 

Prüfspitzen bis zu 2 mm Durchmesser und erhöht die Sicherheit in der 

Anwendung. Mit einer Stromtragfähigkeit bis 32 A und einer Nennspannung von 

400 V eignen sich die Leiterplattenklemmen SPTH 1,5 und 3 für Signal- und 

Leistungsanwendungen gleichermaßen. Die neue Lösung verbindet 

platzsparendes Design mit hoher Anschlussqualität und trägt dazu bei, 

Fertigungsprozesse zu beschleunigen und die Flexibilität in der 

Geräteentwicklung zu steigern. 

 

 

 

 

 

5816 

 

 


