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P r e s s e - I n f o r m a t i o n  

 

Heavycon-Power-Kontakteinsatzmodule für Hochstromanwendungen 

 

(09/25) Die neuen Heavycon-Power-Kontakteinsatzmodule von Phoenix Contact 

wurden speziell für Hochstromanwendungen bis 300 A entwickelt. Durch die 

Kombination mit anderen Modulen für die Signal-, Daten- und Leistungsübertragung in 

einem Gehäuse entsteht eine hochkompakte Schnittstelle. 

 

Die neuen Power-Kontakteinsatzmodule sind in zwei Varianten erhältlich: mit 

Crimpanschluss für Leiter bis 120 mm² und mit Push-in-Anschluss für Leiter bis 16 mm². 

Ein besonderes Merkmal ist die werkzeuglose Verrastung und Entriegelung der 

Crimpkontakte. Dies ermöglicht eine schnelle und sichere Verdrahtung, selbst unter 

beengten Platzverhältnissen oder im eingebauten Zustand. Die Push-in-Technologie 

erlaubt zudem einen einfachen, werkzeuglosen Anschluss von Leitern bis 16 mm². 

 

Die Heavycon-Power-Kontakteinsatzmodule sind ausgelegt für eine 

Bemessungsspannung bis 1.000 V und -ströme bis 300 A. Die Module sind passend für 

Heavycon-Modulträgerrahmen und bieten die Schock- und Vibrationsfestigkeit gemäß 

DIN EN 61373. 
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P r e s s  r e l e a s e  

 

Heavycon power contact insert modules for high-current applications 

 

(09/25) The new Heavycon power contact insert modules from Phoenix Contact have 

been specially developed for high-current applications up to 300 A. Combining them 

with other modules for signal, data, and power transmission in one housing creates a 

highly compact interface. 

 

The new power contact insert modules are available in two versions: with crimp 

connection for conductors up to 120 mm² and with Push-in connection for conductors up 

to 16 mm². The special features also include the tool-free latching and unlatching of the 

crimp contacts. This enables quick and safe wiring, even in confined spaces and when 

already installed. The Push-in Technology also enables the easy, tool-free connection 

of conductors up to 16 mm². 

 

The Heavycon power contact insert modules are designed for a rated voltage of up to 

1,000 V and currents of up to 300 A. The modules are suitable for Heavycon module 

carrier frames and offer shock and vibration resistance in accordance with DIN EN 

61373. 
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